
DIGITAL CHLORINE ANALYZER RUGGED COLORIM

DISTRIBUTOR: WEBER SCIENTIFIC

MANUFACTURER: LAMOTTE

Distributor Model#  5040-25

Distributor's PHONE: (609) 584-1055  FAX: (609) 584-8388

Manufacturer's PHONE: (410) 778-3100  FAX: (410) 778-6394

<http://www.weberscientific.com>Distributor's Website: 

AAC  'L'  ITEM NSN  6630-01-457-4027

<http://www.lamotte.com>Manufacturer's Website: 

                                    The Model 1200 Series of single test, direct reading colorimeters incorporates design 

advances that enhance reliability, improve accuracy, and simplify the calibration process, all in a portable, hand-

held package.

System Description:

● Field & Lab Use: An optional AC adapter (Order Code 1726) is available to save battery life 

when in the laboratory.

● Large Display: The large 3 digit display presents measurements in absorbance, and indicates 

low battery warnings.

● RS-232 Interface: An RS-232 port is provided to interface with a datalogger or computer. 

Optional cable available, Order Code 1772.

● EPA Compliant: Employing the proper wavelength and the DPD test method, the 1200 

Chlorine Colorimeter Kit meets or exceeds EPA design specifications for NPDWR and NPDES 

chlorine monitoring programs (EPA 330.5).

● 0-4 ppm Chlorine: No need to select a low or high range. The 1200 covers the entire critical 

chlorine range of 0-4 ppm with a 0.05 sensitivity.

● Improved Accuracy: The microprocessor enables the factory programmed calibrations to 

optimally match non-linear curves.

● Auto-Zero: Simply insert the sample blank and press the zero key. No more dialing in the zero.

● Hinged Light Cover: Flip-top lid over sample chamber prevents any stray light, especially in the 

field, and avoids misplacing separate light caps.

Features: 

USAMMA POC: Customer Relationship Management 301-619-1288/4301 - DSN 343-1288/4301

UNIT PRICE:  $450.00

NOTE:  CAUTION: DO NOT leave reacted DPD samples in test tubes.

Manufacturer Model#  3670-01

<http://www.lamotte.com/food_beverage/product_line/instrumentation/colorimeter/single_test.html>

Item Web Link: 

 UAs: 913B
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DIGITAL CHLORINE ANALYZER

PART # 3670-01

NSN 6630014574027
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PHYSICAL & ENVIRONMENTAL SPECIFICATIONS

DIGITAL CHLORINE ANALYZER RUGGED COLORIM

  4.5 Height (Inches)

  5 Width (Inches)

  7 Length (Inches)

  0.0911 Cube (Cubic Feet)

  11 oz Weight

  Ambient 68 to 77 °F Storage Temp

  Ambient 68 to 77 °F Operating Temp

  No Condensation Storage Humidity

  No Condensation Operating Humidity

Battery Operation: Alkaline 9 VDC battery

Line Operation: 120 VAC, 60 Hz; 220 VAC, 50 Hz with adapter

 Power Requirements

   Amps

   Watts

 Notes

 Item Dimensions

  8 Height (Inches)

  15 Width (Inches)

  17 Length (Inches)

  1.1806 Cube (Cubic Feet)

 Ship Dimensions

  7 lbs Weight
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DIGITAL CHLORINE ANALYZER RUGGED COLORIM

NSN Notes Nomenclature QTY UI Unit Price Total Price Shelf 

Life 

Mon.

ACCESSORIES & CONSUMABLES - STARTUP

DIST PN  

Weber 

Scientific

MFR PN   

LaMotte

 6630014574027 Digital Chlorine Analyzer 

Rugged Colorim

3670-01 1 EA $450.00 $450.00 N/A

 Awaiting NSN Bottle, Water Sample 

Collecting

0688 1 EA Incl w/NSN 

4027

Incl w/NSN 

4027

N/A

 Awaiting NSN Case, Sturdy Carrying 1 EA Incl w/NSN 

4027

Incl w/NSN 

4027

N/A

 Awaiting NSN Colorimeter 1200 for 

Chlorine DPD

26728 1 EA Incl w/NSN 

4027

Incl w/NSN 

4027

N/A

 Awaiting NSN Crusher, Tablet 0175 1 EA Incl w/NSN 

4027

Incl w/NSN 

4027

N/A

 Awaiting NSN Vials, Sample with Screw 

Caps

0290-6 6 EA Incl w/NSN 

4027

Incl w/NSN 

4027

N/A

 6550015746831 Chlorine Test Tablets No.1 

Diethyl-P-

Phenylenediamine 100TT

6903A-J 1 100/PG Incl w/NSN 

4027

Incl w/NSN 

4027
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 6550015746867 Chlorine Test Tablets No.3 

Diethyl-P-

Phenylenediamine 100TT

6197A-J 1 100/PG Incl w/NSN 

4027

Incl w/NSN 

4027
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 7610015437003 Literature, Operator 1 EA Incl w/NSN 

4027

Incl w/NSN 

4027

N/A
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